
PAT RABATABIL 

GALARDO

CD 
ATENTIE! 

Montajul necorespunzator 
atrage dupa sine, pierderea 
garantiei produsului. 

© facebook.com/MobilaLaguna 

G www.mobilalaguna.ro 

Iv\_ Acordati o atentie sporital 

\Cl Posibilitate de accidentare! 

@ Recileaza obiectele vechi de 

mobilier si ambalajul produselor 

LAGUNA. Protejeaza natural 

FERON ERIE 

SURUB-4.0X20 mm SURUB-3.5X60mm 

l�I � I �, 
SU RUB· 5.0 X 70 mm SURUB -5.0X30 mm 

. ,._ 4 Ill f..jj.,._ 4 

COLTARSOmm PICIOR PLASTIC ROTUND 
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CHINGA • PENTRU PRINDERESALTEADE SOMIERA 
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DENUMIRE 

CAPAT MARE PAT 
DIMENSIUNI REPER: 2060X950 

CAPAT MIC PAT 
DIMENSIUNI REPER: 1850X310 

LATERALE PAT 
DIMENSIU NI REPER: 2130 X 310 

PROTECTIE SALTEA 
DIMENSIUNI REPER: 1996 X 796 

SOMIERAPAT 
DIMENSIUNI REPER: 1950 X 1580 X 30 

SISTEM RABATARE PAT/SET 
DIMENSIUNI REPER: 

LIMITATOR SOMIERA 
DIMENSIUNI REPER: 170 X 50 X 32 
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8 Se prind lateralele cu capetele patului (LP cu CM si CP) 
prin coltare de metal (VS), cate 2 coltare la fiecare imbinare. 
La fixarea fiecarui coltar se folosesc 8 suruburi A2. In total 
se vor utiliza 8 coltare VS si 64 suruburi A2 . 

8 Se aseaza cele doua PS - protectii de saltea, pe podea, 
astfel incat sa incadreze perfect patul. Se monteaza picioarele 
rotunde, pe PS, utilizand cate un surub A7 pentru fiecare picior. j 
In total vor ft montate 12 Pp. j 

In cazul in care patul este 

montat de catre o singura 

persoana recomandam 

montajul picioarelor inca 

de la inceput. 

t1I II 

II 

• 
····································································································a



Se monteaza somiera (SO) pe sistemul de rabatare (SR) 

utilizand cate 3 suruburi MS pe ftecare parte 

II• II 
www.mobiro.ro 

0 Se monteaza SR (sistem de rabatare) cu cate 4 buc suruburi A9 

0 Se ftxeaza LS (!imitator somiera / 5 bucati) 2 pe LP - stanga 

2 pe LP dreapta si 1 pe CM, cu cate 2 suruburi S8 

ATENTIE! Limitatoarele de somiera se monteaza numai dupa 

ce ati parcurs punctul 2, respectiv asezarea protectiilor 

de saltea (PS). lnainte de a fi fixate in cele doua suru­

buri S8, limitatoarele de somiera (LP) sunt asezate pe 

PS, in picioare, ca in figura alaturata. 

0 Pentru a preveni caderea sau alunecarea saltelei de pe 

somiera (SO) salteaua se prinde cu chinga de prindere (K) 
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